GBX2600

GBX2006P

Plastic case

Cost effective with high performance

GBX2006R
Buitm 2.4GHz RF module
Suppert RF control with touchpad

GBX2006D
Built in DVB-TTV module
Enjoy your favorite TV chamuels everywhere!
TV chamnels, volume, and other settings can be
controlled easily by touch screen
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1-1. Introduction:

There are 3 main Icons in WP9100R when you engesyistem in the beginning.
(Note: the default setting would enter the navigatinap directly; please select
“EXIT” to leave it.

A. Media Play
B. Navil
C. Setup

You can choose one of icon to use the functionnged in the main menu.

=y

Navigation




2-1. Setting the device

Please click the “Setup” icon.

-

2-2-1.SettingRGB

You can adjust your screen appearance from RGB. page

System Setting

RGB |5vSTEM-1 | SYSTEM-2 | POI Camera | PANEL-1 | PANEL-2 | About |

HE H> WB
+ + +
0 480 o0

SAVE EXIT




HB—horizontal balance
HS—horizontal size
VB— vertical balance

*Warming: Please don’t adjust the value of displaywithout instruction.

2-2-2.Setting SYSTEM-1

You can select different functionality fron$ysteni page which includeAutoRun
Navi”, “ASK” , “POI Detect”, “Calibration” and“Time Zones”.

System Setting
RGE | SYSTEM-1 [SYSTEM-2 | POI Camera | PANEL-1 | PANEL-2 | About |
FALEORUN Nawi — rASK FPOI Detect——
@ On O OFF OoN @ OFF QON @ CFF
Calibration I “km |7}
ASK Version: Database WVersion:
Time Zones [|NULL [TWPCI1122007
SAVE EXIT

“AutoRun Navi” means it will enter the navigation system direeathyl automatically,

if you want to enter the media play and setup syst®u need to exit the navigation system
first. If you don’t want to enter the navigatiorsggm directly, please select

“OFF” button.

Note: the default setting is selecting the “ON"tbuat



“ASK” means if you buy our WP-Radar02 (RF receiver) aitdR@dar01l (Radar
transmitter with AAC detector), you can selecttO&” button to enable the RF radar
detector function, and we also build a speed deteftom OKm~ 100Km to
anti-interference for the microwave alarm. You ataa find your ASK Version in the
following blank.

Note: the default setting is selecting the “OFFtton.

“POI Detect” means if you buy our POI Detector, you can seleet'‘©N” button to enable
the POI detector function. You also can find yoi Petect Version in the following blank.

Note: the default setting is selecting the “OFFtton.

“Calibration” can help you to calibrate your accuracy when yoghdhe panel.

WPA100 Touch Panel Calbration

Re-Calibration

Please touch every cross to calibrate the touchracg.  After you finish it, please
press “EXIT”; if you fail in any cross calibratioplease press “Re-Calibration”, and repeat
the same steps again.



In “Time Zones” system, you can set up your Current Time and TiomeZ

Date,"TimE Properties

Date Time

——— ICurrent Tirne |:|
4:32:00 &M
SMTWTITEFS

2020 27 28 29 30 31 | Time Zohe

1¥k: 43507 — _
11 12 13 14 |'[GMT-IIIE.IIID]|F'al:|ﬁ|: Time (115 & Canada; T”LH

15 16 17 18 19 20 21 =[] Automatically adjust clock for dayight saving
25 26 27 2

I Apply

2-2-3.Setting SYSTEM-2

You can choose to hide the cursor or not.
If you press to “ON”, you need to select the authrig time again.

For example: You choose “ON” and “7 sec”, it medn®u don’'t operate anything, after 7
seconds, the cursor will be auto hide directly.



System Setting m
'RGE | SYSTEM-1 | SYSTEM-2 | POT Camera | PANEL-1 | PANEL-2 | Abaut |
Cursor Hide —

|?5er: Izl

SANVE EXIT

Note: the default setting is selecting the “OFFtton.
2-2-4.Setting POI Camera:

You can select verify POI reminding und&0OI Camera” page.

System Setting

|RGE | 5YSTEM-1 | 5vSTEM-2 | POI Camera | panEL-1 | PANEL-2 | Ahout |

Fxit Area Radar Camera

Traffic Lights Into Tunrel Area
Mobile Camera

SAVE EXIT




2-2-5.Setting PANEL:

You can select a model of PANEL you use fraPANEL-1" and“PANEL-2” pages.

RGB | SYSTEM-1 | SYSTEM-2 | POI Camera| PANEL-1 |paneL-2 | about |
-Parel Select
® L Panasonic 05, WC O ©.Dv621
O 2. Alpine () 6. Skypine (O 10, Caska 16055
O 3. Pioneer () 7. CT-6506 () 11, Caska k130
O 4. Kerwood () 8. Elead 12, ARS
SAVE ‘ ExIT ‘

System Setting 0K|

RGB | SYSTEM-1 | SYSTEM-2 | POI Camera | PANEL-1 | PANEL-2 [ about |
-Panel Select

(O 13. Owa O 17, Audiovox
(O 14, Ext. Touch

(O 15, DV-FF2

C 16, AVT

SAVE EXIT




2-2-6.SaveSetting:

After you complete all of your setting, please seénam until “Save successful!”
message appearance.

|RGE | SYSTEM-1 | S¥STEM-2 | POI Camera | PANEL-1 | panEL-2 | about |
rParel Select

@® 1. Panasoric (| IR OK C 9. Dve21
C 2. Alpine (] () 10, Caska 16055
. Sawe successiull
O 3. Pioreer 4 (11, Caska k130
O 4. Kenwood () 8. Elead ) 12, ARS
SAVE ExIT

Note: If you try to change the panel setting, youllbe asked to re-start the navi-
box.

It will appear the message as follow, “Save sudogdBlease restart!”

'RGE | SYSTEM-1 | SYSTEM-2 | POI Camera | PANEL-1 | PANEL-2 | Ahout |
-Parel Select

@ 1. Panasonic ok] - fO 9. Dve21

O 2. Alpine Save successfl, Please | 10, Caska 16055
() 3. Pioneer restart (11, Caska kK130
O 4. Kenwood () 8, Elead ) 12, ARS

SAVE EXIT
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2-2-7.About Version:

You also can check the FW and OS version fféivout” page.

Avoid speeding prosecution.

GSM/GPRS tracking device

no GPS coverage

channel)

RF 1
(Patent M303845,
ZL200620124105.9)

RF Touchpad Remote Control

Surf the Internet

Optional

Maintain the location data where there is

Voice and data communication gateway

Gyro

C (Traffic message Receive the real time traffic information

Radar Detector

Wireless Network

™C

Vehicle Tracker
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